































































































Technical & Acoustic Facts

A_gf Pt

Materials of the Jew's harp frame:
Carbon steel, alloyed steel (specially made for Szilagyi Jew's harps)

€ 000 000 008 000 009 000 666 oo

Materials of the resonating spring: L ¢
carbon steel, alloyed chromium steel (specially made for Szilagyi Jew’s harps) & 7
Thickness of the spring: 2

1.0 mm, 0.8 mm, 0.55 mm, 0.5 mm, 0.45 mm, 0.3 mm *
Every steel alloy used for the Jew’s harps is designed by Zoltan Szilagyi. °
Finishing:

Nickel, oil black

Range of voice within an instrument:

1 to 2.5 octaves, depending on the instrument and the on the playing technique. The e
tessitura of the instruments from 4 Hz to sopranino D 3.5 musical octaves.

Volume of sound:
30-85 dB from 1 m distance/piece



Packagings:
Cardborad box, wooden fixing support, collective box, bag. These packagings are free for
the Jew’s harps.

q €.

'Y Selling & payment conditions:
Y > Prices shown in the price list are export prices. (Please contact us for a price list.) Transport
£ costs are paid in all cases by the purchaser. In the case of transport by post or air-mail

transport costs include the cost of insurance.
L Terms of delivery: according to agreement.

The dimensions of the Jew's harp types depend on the pitch of the instrument.
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